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§1924.7

buying materials, and contracting for
special services are like those used for
the borrower method. Materials can be
bought jointly by the group of families,
but payments will be made individ-
ually by each family. In the case of RH
loans to families being assisted by Self-
Help Technical Assistance (TA) grants
in accordance with subpart | of part
1944 of this chapter, the County Super-
visor may countersign checks for mate-
rials and necessary contract work
made payable directly to the TA grant-
ee, provided the District Director de-
termines that:

(1) The grantee acts in the same ca-
pacity as a construction manager in
the group purchase of material and
services.

(2) The grantee has an adequate
bookkeeping system approved by the
District Director to assure that funds
in each RH account are properly dis-
tributed and maintained.

(3) The grantee receives no com-
pensation in the way of profit or over-
head for this service and all discounts
and rebates received in connection
with the purchase of materials or serv-
ices are passed on to the participating
families.

(4) The grantee has a record-keeping
system which shows that the costs of
the materials and services were pro-
rated to each borrower’s account in re-
lation to the actual material and serv-
ice used by each borrower.

(d) Owner-builder method. This meth-
od of construction applies only to RRH
loans made under subpart E of part 1944
of this chapter. Regulations governing
this method are found at §1924.13(e)(2)
of this subpart.

[52 FR 8002, Mar. 13, 1987, as amended at 55
FR 41833, Oct. 16, 1990; 60 FR 55122, Oct. 27,
1995; 61 FR 56116, Oct. 31, 1996]

§1924.7 [Reserved]

§1924.8 Development work for mod-
ular/panelized housing units.

(a) Exhibit B of this subpart applies
to all loans involving modular/
panelized housing units.

(b) Complete drawings and specifica-
tions will be required as prescribed in
exhibit C of this subpart. Each set of
drawings will contain the design of the
foundation system required for the soil
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and slope conditions of the particular
site on which the modular/panelized
house is to be placed.

(¢) The manufacturer will provide a
certification (exhibit B, attachment 5
of this subpart), stating that the build-
ing has been built substantially in ac-
cordance with the drawings and speci-
fications. The builder will also provide
a certification that the onsite work
complies with drawings, specifications,
and the applicable development stand-
ard (eExhibit B, attachment 5 of this
subpart).

(d) Responsibility for field inspec-
tions will be 1iIn accordance with
§1924.9(a) of this subpart. Frequency
and timing of inspections will be in ac-
cordance with §1924.9(b) of this sub-
part, except that the Stage 2 inspection
should be made during the time and in
no case later than two working days
after the crews commence work on the
site and the house is being erected or
placed on the foundation, to determine
compliance with the accepted drawings
and specifications.

(e) Periodic plant inspections will be
performed in accordance with para-
graphs Il and Ill of exhibit B of this
subpart. FmHA or its successor agency
under Public Law 103-354 employees re-
sponsible for inspections in the area in
which the manufacturing plant or ma-
terial supply yard is located will per-
form such inspections as deemed nec-
essary under paragraph Il1l of exhibit B
of this subpart.

(1) Plant inspections will be made if
the type construction method used
could restrict adequate inspections on
the building site.

(2) Plant inspections will be made as
often as necessary; however, after ini-
tial inspection and acceptance of the
unit, only when it appears advisable to
ascertain the performance and con-
tinuing stability of accepted materials
and construction.

(f) Only one contract will be accepted
for the completed house on the site
owned or to be bought by the borrower.
The manufacturer of the house or the
manufacturer’s agent may be the prime
contractor for delivery and erection of
the house on the site or a builder may
contract with the borrower for the
complete house in place on the site.
Such contracts should provide that
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